**Product Information**

**TUNAP**

**7011 Bodywork Adhesive Spray**

Film-forming adhesive with high level of adhesion. Bonds textile, foam rubber, leather, cardboard, roof-lining material, coverings made of plastic, fabric, vinyl, insulating mats and rubber together, as well as unpainted metal/wood. Adjustable spray jet.

**Properties**

- Resistant against water and petrol
- Temperature for use –30°C to +80°C, briefly (up to 1 hour) +100°C
- Adhesive materials: fabric, polyether/polyester foams, foam rubber profiles, insulation, leather, imitation leather, felt, cardboard

**Application area**

- Assembling and covering
- Bonds fabric, foam rubber, leather, cardboard, roof-lining material, coverings made of plastic, fabric, vinyl, insulating mats and rubber together, as well as unpainted metal/wood

**Instructions**

Application surface must be clean and dry. Spray the bonding surface. Allow to dry off for 5–15 minutes, depending on material and application, then join.

<table>
<thead>
<tr>
<th>Product Description</th>
<th>Contents</th>
<th>Packaging Unit</th>
<th>Article Number</th>
</tr>
</thead>
<tbody>
<tr>
<td>Bodywork Adhesive Spray</td>
<td>400 ml</td>
<td>12 PCS</td>
<td>K37011040A8</td>
</tr>
</tbody>
</table>

The information herein is the product of careful testing. It is to be considered a recommendation compliant with state of the art knowledge where use is concerned. We cannot accept any liability whatsoever in view of the multiplicity of possible uses and working methods. No contractual relationship is hence implied and no ancillary obligations arise from any contract of sale that may be made. Product information is only valid in its latest current form. TUNAP (U.K) Limited | Unit L4 Deacon Trading Estate, Morley Road, Tonbridge, Kent TN9 1RA | Telephone +44 (0) 1732 365163 | e-Mail: sales@tunap.co.uk